





POWER &
WIRING
GUIDE

Provided are the most
common methods of wiring
the Surface Mount Systems
for power from a PoE+ Switch
or PoE+ Injector.

| PORT

PoE+ Power
Equipment Rack (Home Run)

Required Surface Mount System Components
(Bezel, PoOE+ Adapter, Lightning Cable)

Wall Box (1g or 29)
behind (not provided)

PoE+ Adapter is Lightning to Molex Cable
installed into WallBox  (72417)
or
USB-C to Molex Cable
o . (72202)

Surface Mount

PoE+ Netwrok
Adapter
(72101)

PoE+ Adapter
(72102)

Cat5 or cat6 cable terminated for PoE+ standard

/ \ PoE+ Switch
|[EEE 802.3at
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Receptacle Power
Wall Box & Grommet

Required Surface Mount System Components:
(Bezel, POE+ Adapter, Lightning Cable)

Wall Box (1g or 29)
behind (not provided)

PoE+ Adapter is Lightning to Molex Cable
installed into WallBox  (72417)
or
USB-C to Molex Cable
; w (72202)

Surface Mount

PoE+ Netwrok

Adapter

Cat5 or cat6 cable terminated for PoE+ standard (72101

PoE+ Adapter

(72102)

110~240v
AC Receptacle

Wall Box
w/ Grommet
(not provided)

PoE+
PoE+ Injector
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(72106 Sold Separate)

Warranty information at iportproducts.com/warranty
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